Keyhole formation and thermal fluid flow-induced porosity during laser fusion welding in titanium alloys:experimental and modelling by Panwisawas, Chinnapat et al.
 
 
University of Birmingham
Keyhole formation and thermal fluid flow-induced
porosity during laser fusion welding in titanium
alloys
Panwisawas, Chinnapat; Perumal, Bama; Ward, Mark; Turner, Nathanael; Turner, Richard;
Brooks, Jeffery; Basoalto, Hector
DOI:
10.1016/j.actamat.2016.12.062
License:
Creative Commons: Attribution-NonCommercial-NoDerivs (CC BY-NC-ND)
Document Version
Peer reviewed version
Citation for published version (Harvard):
Panwisawas, C, Perumal, B, Ward, M, Turner, N, Turner, R, Brooks, J & Basoalto, H 2017, 'Keyhole formation
and thermal fluid flow-induced porosity during laser fusion welding in titanium alloys: experimental and
modelling', Acta Materialia, vol. 126, pp. 251-263. https://doi.org/10.1016/j.actamat.2016.12.062
Link to publication on Research at Birmingham portal
General rights
Unless a licence is specified above, all rights (including copyright and moral rights) in this document are retained by the authors and/or the
copyright holders. The express permission of the copyright holder must be obtained for any use of this material other than for purposes
permitted by law.
•	Users may freely distribute the URL that is used to identify this publication.
•	Users may download and/or print one copy of the publication from the University of Birmingham research portal for the purpose of private
study or non-commercial research.
•	User may use extracts from the document in line with the concept of ‘fair dealing’ under the Copyright, Designs and Patents Act 1988 (?)
•	Users may not further distribute the material nor use it for the purposes of commercial gain.
Where a licence is displayed above, please note the terms and conditions of the licence govern your use of this document.
When citing, please reference the published version.
Take down policy
While the University of Birmingham exercises care and attention in making items available there are rare occasions when an item has been
uploaded in error or has been deemed to be commercially or otherwise sensitive.
If you believe that this is the case for this document, please contact UBIRA@lists.bham.ac.uk providing details and we will remove access to
the work immediately and investigate.
Download date: 01. Mar. 2020
1 
 
Keyhole Formation and Thermal Fluid Flow-Induced Porosity during 
Laser Fusion Welding in Titanium Alloys: Experimental and Modelling 
Chinnapat Panwisawas
1,*
, Bama Perumal
1
, R. Mark Ward
1
, Nathanael Turner
2,3
,                   
Richard P. Turner
1
, Jeffery W. Brooks
1
, Hector C. Basoalto
1,*
  
1
School of Metallurgy and Materials, University of Birmingham, Birmingham B15 2TT, UK 
2
Manuafacturing Technology Centre Limited, Ansty Park, Coventry CV7 9JU, UK 
3
School of Mechanical and Manufacturing Engineering, Loughborough University, 
Leicestershire LE11 3TU, UK 
*Corresponding author: c.panwisawas@bham.ac.uk, h.basoalto@bham.ac.uk  
Abstract 
High energy-density beam welding, such as electron beam or laser welding, has found a 
number of industrial applications for clean, high-integrity welds. The deeply penetrating 
nature of the joints is enabled by the formation of metal vapour which creates a narrow fusion 
zone known as a “keyhole”. However the formation of the keyhole and the associated 
keyhole dynamics, when using a moving laser heat source, requires further research as they 
are not fully understood. Porosity, which is one of a number of process induced phenomena 
related to the thermal fluid dynamics, can form during beam welding processes. The presence 
of porosity within a welded structure, inherited from the fusion welding operation, degrades 
the mechanical properties of components during service such as fatigue life. In this study, a 
physics-based model for keyhole welding including heat transfer, fluid flow and interfacial 
interactions has been used to simulate keyhole and porosity formation during laser welding of 
Ti-6Al-4V titanium alloy. The modelling suggests that keyhole formation and the time taken 
to achieve keyhole penetration can be predicted, and it is important to consider the thermal 
fluid flow at the melting front as this dictates the evolution of the fusion zone. Processing 
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induced porosity is significant when the fusion zone is only partially penetrating through the 
thickness of the material. The modelling results are compared with high speed camera 
imaging and measurements of porosity from welded samples using X-ray computed 
tomography, radiography and optical micrographs. These are used to provide a better 
understanding of the relationship between process parameters, component microstructure and 
weld integrity. 
 
Keywords: Keyhole formation, Thermal fluid flow, Processing-induced porosity, Laser 
fusion welding, Titanium alloys 
1. Introduction  
Titanium-based alloys are used extensively in modern aero-engines, to produce a number of 
critical components, on account of their excellent structural properties particularly when 
judged on a density-corrected basis. However, such structural components often need high 
integrity welding methods for their fabrication. Thus, for the joining of complex components, 
traditional fusion welding techniques still hold considerable importance [1,2], as these 
processing routes allow for reasonable joint integrity. Fusion welding processes include the 
older-type arc-welding methods such as TIG, MIG and laser-arc hybrid welding [3-5], and 
newer beam-welding methods such as laser and electron-beam [6]. The beam processes 
enable the heat source to become more focused, allowing the molten pool region to form a 
narrower, deeper weld. These beam-welding applications have a higher power density 
compared to arc-weld processes. However although beam-welding applications such as laser 
welding are generally good for producing clean, high-integrity weld joints, any fusion 
welding operation must have associated distortions, and a probability of forming sub-surface 
defects such as porosity. The size and shape of the weld bead is clearly a critical output for 
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determining weld distortion, and this has been discussed in the literature in the context of 
validated modelling methods [7]. 
However, whilst distortions can be relieved with machining or post-weld heat treatments, 
defects such as porosity remain locked within the weld joint once the part has solidified [8].  
Porosity defects can occur during the fusion welding processing due to various reasons. 
Silvinskii et al. [9] hypothesised that the presence of titanium hydride plays a large role in 
porosity formation. Later, the appearance of pores during the fusion welding of a titanium 
alloy was attributed to the presence of gas forming substances (oil, grease, moisture) on the 
surfaces being welded and therefore inadequate cleanliness levels [10]. Weld speed has also 
been found to correlate with porosity formation [11]. 
Huang et al.[12] have reported two distinct causes for the formation of defects in an electron 
beam weld; (i)  that the electron beam source becomes fractionally offset from the butt-joint 
of the 2 parts, thus any remnant gas struggles to escape through the molten pool and in to the 
weld keyhole, where it can exit the weld entirely. And (ii) the level of hydrogen 
concentration within the base Ti-6Al-4V material has a considerable impact upon the porosity 
formation.  Hydrogen migration during welding activities has also been studied in an attempt 
to rationalise the pore formation observed during beam welding applications [13].  
Additionally, the morphology and size of the defect formed is believed to give an indication 
as to its formation mechanism; whereby a round pore of typically 100-300μm diameter, with 
a smooth inner surface, would suggest gas-formation (typically hydrogen related) [12,14].  
The welding keyhole formed during a high-power density beam welding process is 
understood to be an unstable phenomenon, with the vapour keyhole shape and interface with 
the surrounding molten weld pool subject to constant changes as the vapour pressure causes 
the keyhole to momentarily close up, before re-forming and growing again. Establishing a 
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steady keyhole shape is believed to improve the cleanliness of the weld, reducing the 
probability of defect formation. The role played by the rapidly changing, undulating interface 
between the molten weld pool and the vapour keyhole is not well understood, but clearly any 
liquid / gas interface has a substantial potential for the formation of small gas bubbles or 
pores within a surrounding different phase.  
Computational fluid dynamics (CFD) methods have recently been discussed within the 
literature [15-20] and applied to beam-welding methods such as laser welding, including the 
weld phenomena observed in experimental welds such as weld crown and toe formation, 
defect formation and the keyhole vapour phase present within the weld pool.  In this work, 
we focus on using a validated CFD modelling method to understand better the mechanics 
occurring at the beginning of welding, during keyhole formation and within the fluid weld 
pool region, that lead to defect and porosity formation. This is to rationalise the formation of 
process induced porosity associated with the thermal fluid dynamics. Experimental trials 
were carried out using bead-on-plate welding as this excludes the possibilities of other 
sources of porosity from, for example, the surface roughness of two joints or beam offset. It 
is believed that hydrogen induced porosity will be relatively small due to the low hydrogen 
content in the alloys [14]. The CFD model is validated using this targeted experimentation 
and post weld analysis of the fusion zones to determine the presence, location and sizes of 
pore defects. 
2. Experimental and Method 
2.1 Modelling Methodology 
The model was constructed and developed using the C++ open source code OpenFOAM® 
(Open Field Operation And Manipulation) toolbox, and uses a single material (metal) with 
multiple phases (solid, liquid and gas). It uses the standard balance of forces and conservation 
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of momentum and energy; it also includes reaction forces from vaporization, and Marangoni 
force, and the laser is applied as a volumetric heat source. It does not include momentum 
coupling between the vapour phase and other phases however. The model assumes that the 
Reynolds number of the molten liquid metal within the weld bead is sufficiently low such 
that a laminar solver is appropriate. Similar assumptions are made in other CFD modelling 
approaches for fusion welding [19-22]. The choice of representation of the laser interaction 
with the material is significant. A full optical model would be ideal, using the complex 
material refractive index and including interaction with the plasma. However the 
computational requirements are extreme [20] and there are unknowns concerning the plasma 
properties. An engineering approximation (e.g. [23]) is to represent the multiple reflections 
by a volumetric energy density. This pre-supposes some aspects of the nature of the solution, 
but is capable of being predictive over the range of cases presented in this paper. A brief 
summary of the theoretical framework used in simulating the weld pool dynamics during 
fusion welding has been given here. A detailed description of the approach is outlined by 
Panwisawas et al. [21]. The starting point is the usual assumption of material is 
incompressible expressed in terms of the continuity condition, 
              𝛁 ∙  𝒖 = 0                                       (1) 
 
where, 𝒖 is flow velocity.  The computation domain is divided into a metallic 𝛼1 region and 
atmospheric gaseous 𝛼2 regions. The solid, liquid and vapour metal constitutive behaviours 
are defined within 𝛼1 by introducing appropriate phase transformations depending on the 
temperature, being either below the solidus, between the solidus and liquidus temperature, 
above the liquidus temperature or above the vaporisation temperature. Above the vaporisation 
temperature, metal liquid transforms to metal vapour. The latter vapour phase is converted in 
to 𝛼2. The summation of metallic 𝛼1 and gaseous phases 𝛼2 is always unity, i.e. 𝛼1 + 𝛼2 =
1, in every fluid element. Additionally, a weight function of any parameter 𝑥 is used to smear 
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out the effect of metallic and gaseous phases, defined as, ?̅? =  𝑥1𝛼1 +  𝑥2𝛼2. Modelling the 
dynamics of the weld pool is achieved by tracking the evolution of the 𝛼1 and  𝛼2 phases by a 
continuity condition with appropriate source/sink terms corresponding to phase transitions. 
Thus, the volume occupied by the 𝛼1 phase will evolve through the following differential 
equation,   
                                            
𝜕𝛼1
𝜕𝑡
 +  𝛁 ∙ (𝛼1 𝒖 )   =  −
?̇?𝑉
𝜌2
                           (2) 
 
where 𝑡 is time, and the sink term in the right hand side (RHS) describes the loss of metallic 
phase due to evaporation when the evaporation temperature  𝑇𝑉  is reached. In this work, 𝜌2 is 
referred to the density of metal vapour which is no difference from atmospheric gas phase as 
chemical species is not distinguished here. The mass evaporation rate ?̇?𝑉 is a function of the 
vapour recoil pressure 𝑝𝑉 [17, 20, 25-26]. As reported previously in [27-28], the beginning of 
interaction between heat source and the materials predicts the kinetics of the melt pool. The 
governing field equation describing the flows of the liquid metal in weld pool and metal 
vapour is the Navier-Stokes equation,   
  
𝜕?̅?𝒖
𝜕𝑡
 +  𝛁 ∙ (?̅? 𝒖 ⨂𝒖) =  − 𝛁𝑝 +  𝛁 ∙  𝑻 + 𝒇𝑏𝑜𝑢𝑦𝑎𝑛𝑐𝑦 + 𝒇𝑚𝑒𝑙𝑡𝑖𝑛𝑔 + 𝒇𝑠𝑢𝑟𝑓𝑎𝑐𝑒            (3) 
 
where 𝑻  is the viscous deviatoric stress tensor, p the hydrostatic pressure, and  ?̅?  is the 
density. Appearing on the right hand side of Equation (3) is a number of force terms. The 
buoyancy force term 𝒇𝑏𝑜𝑢𝑦𝑎𝑛𝑐𝑦 is caused by density differences due to thermal expansion. 
𝒇𝑚𝑒𝑙𝑡𝑖𝑛𝑔 is a damping force associated with the frictional dissipation in the mushy zone and 
given by Carman-Kozeny equation which is an enthalpy method for phase changes [29-30]. 
A number of mechanisms contribute to the surface force, 𝒇𝑠𝑢𝑟𝑓𝑎𝑐𝑒 , which in the present 
treatment are the surface tension, Marangoni force and recoil vapour pressure. The 
Marangoni force is a thermo-capillary force that arises from temperature gradients across the 
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liquid/gas interface [24, 31-32].   All surface forces appearing in Equation (3) act only on the 
metal liquid/vapour interface.  The conservation of total energy is written as 
𝜕𝜌 ̅𝐶?̅?𝑇
𝜕𝑡
+  𝛁 ∙ (?̅? 𝒖 ?̅?𝑝𝑇)  =  −
𝜕𝜌 ̅∆𝐻𝑓
𝜕𝑡
−   𝛁 ∙ (?̅? 𝒖 ∆𝐻𝑓) +  𝛁 ∙ ( ?̅?𝛁𝑇) 
                        −[(ℎ𝑐(𝑇 − 𝑇𝑟𝑒𝑓)  + 𝜎𝑠𝜖(𝑇
4 − 𝑇𝑟𝑒𝑓
4 ) + 𝑄𝑉)|𝛁𝛼1| − 𝑄𝑇]
2?̅?𝑝?̅?
(?̅?𝑝1𝜌1+?̅?𝑝2𝜌2)
   (4) 
 
The thermal energy is balanced between: 
 heat input due to the heat source term 𝑄𝑇 (per unit volume), proposed by Xu et al. 
[23], 
𝑄𝑇(𝑟, 𝑧)  =  
𝜁𝜂𝑞laser
𝜋(1 − 𝑒−3)(𝐸 + 𝐹)
(
1 − 𝜒
𝑧𝑒 − 𝑧𝑖
𝑧 +  
𝜒𝑧𝑒 − 𝑧𝑖
𝑧𝑒 − 𝑧𝑖
) exp (−
3𝑟2
𝑟0
2(𝑧)
) 
 Note that the heat source term is a function of power distribution factor ζ , effective 
absorption factor 𝜂, total laser power 𝑞laser, beam radius 𝑧𝑒  
 heat loss due to conduction, 𝛁 ∙ ( ?̅?𝛁𝑇) , convection, ℎ𝑐(𝑇 − 𝑇𝑟𝑒𝑓) , radiation, 
𝜎𝑠𝜖(𝑇
4 − 𝑇𝑟𝑒𝑓
4 ) and evaporation, 𝑄𝑉~?̇?𝑉∆𝐻𝑉  [33-34]. 
Here, 𝐶?̅? is specific heat for the mixture, ?̅? is thermal conductivity of the mixture, ∆𝐻𝑓 is the 
enthalpy change due to fusion, ℎ𝑐  is heat transfer coefficient, 𝜎𝑠  is Stefan-Boltzmann 
constant, and 𝜖  is emissivity. By solving the set of equations (1), (2), (3) and (4), the 
evolution of melt kinetics and liquid/gas interface change can be analysed and rationalised. A 
detailed model description is to be published elsewhere [27-28] and model parameters were 
adopted from [15-16, 35]. All modelling and heat source parameters are tabulated in Tables 1 
and 2.  
2.2 Welding experimentation 
In this study, bead-on-plate laser welds were performed on 1 mm, 2 mm and 5 mm thick 
plates of Ti-6Al-4V titanium alloy using a Trumpf TruDisk laser system at the University of 
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Birmingham. This employs a fibre laser with a wavelength of ~ 1030nm and a beam spot size 
of ~800µm in diameter. The Ti-6Al-4V titanium alloy plates were purchased from Ti-Tek 
UK Ltd, Birmingham. The target chemical compositions in weight percentage of the Ti-6Al-
4V alloy are shown in Table 3. The microstructure of the laser welded Ti-6Al-4V titanium 
alloy weld stripe was characterised to assess the structural integrity of the welds. 
2.3 High speed camera imaging 
High speed imaging was conducted using a Photron FASTCAM Mini UX100 high speed 
camera together with a Qioptiq long distance microscopic lens to develop understanding of 
the interaction between the laser beam and the Ti-6Al-4V. The imaging presented here was 
performed on 1mm thick plate at laser powers of 1000W, 2000W and 3000W, and under a 
constant weld speed of 100mm/s.  The images were taken at 10000 frames/s. 
2.4 X-ray radiography and tomography  
To characterise the porosity of the laser welded Ti-6Al-4V weld stripe, the following non-
destructive testing (NDT) methods were used; For a rapid investigation of large pore 
formation, conventional X-ray film radiography with resolution of 50 µm was performed on 
the laser welded Ti-6Al-4V plates (2 mm and 5 mm). This facility was made available to the 
researchers in the electron beam welding unit, Rolls-Royce plc, Derby, UK. The resolution of 
conventional X-ray radiography can approach around 2% of the thickness of the specimens. 
The advantage of X-ray radiography is the high efficiency for porosity detection in a large 
welded part, but there also some disadvantages, e.g. the overlap of pores and surface defects, 
and relatively low spatial resolution. Thus, to investigate further the three dimensional 
location and morphology of the porosity, X-ray computed tomography (CT) scanning 
analysis methods were performed to gain high resolution images and the precise three 
dimensional locations of the defects present within the Ti-6Al-4V laser weld stripe. This was 
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carried out using a Nikon XT H 225kV, with a reflection and transmission target of down to 
3µm focal spot size, available at both the University of Birmingham and Manufacturing 
Technology Centre. It is note that the effective resolution for the Ti-6Al-4V material is about 
50 µm when using an effective gauge volume of 5 × 2 × 10 mm
3
, whereas the theoretical 
resolution for some very low density materials, (e.g. magnesium) can be as small as 3 µm 
(focal spot size) with the small gauge volume and small sample volume. 
2.5 Material Characterisation 
After locating the pores, the Ti-6Al-4V titanium alloy samples were sectioned and polished 
for metallurgical examination. Initially, the weld samples were cut using SiC (Silicon 
Carbide) cutting blades and the sectioned specimens were mounted under pressure using 
conductive powder for metallographic preparation. After mounting the samples were ground 
with Silicon Carbide (SiC) paper with grit sizes varying from 240 to 1200. After grinding, the 
samples were thoroughly washed with water and subsequently polished using a Struers MD 
largo disk with 9µm, 3µm, and 1µm Diamond paste suspensions.   Finally, to reveal the 
microstructure the samples were final polished using an MD Chem disk and an Oxide 
Polishing Suspension (OPS). Etching was performed with 2 ml HF (Hydrofluoric acid), 6 ml 
HNO3 (Nitric acid) and 92 ml of distilled water. The respective optical micrographs for each 
welding condition were captured and analysed using a Zeiss Axioskop 2 MAT Optical 
microscope facility. 
3. Results  
3.1 Weld Pool formation 
The formation of the solid/liquid and liquid/gas interfaces is of critical importance during a 
fusion welding operation as these interface regions control whether melting occurs as a 
10 
 
surface source or a keyhole. The keyhole formation mechanism has been predicted using the 
CFD modelling and these models were validated by high speed camera imaging. During the 
bead-on-plate keyhole fusion welding, the applied laser beam heat source produced a 
localised volume with the high energy density required to cause melting and vaporisation of 
the material. As this molten pool grows in its size and depth, it approaches becoming fully 
penetrating through the thickness of the joint. Where the vaporisation of material occurs, the 
recoil pressure from the vaporised metal introduces a force upon the liquid metal. This 
imparts a deformation upon the molten region, and hence creates the vapour filled keyhole. 
Figure 1 shows the effect of total laser power for a constant 100mm/s weld speed. The 
differing nature of the reflection between the solid (diffuse) and liquid metal (specular) 
allows for the approximate solid/liquid interface to be captured using high speed photography 
methods, when the weld pool region is close to the edge of the weld plate in focus.  
It can be seen that the time taken to reach the keyhole formation and hence a full penetration 
weld varies with the total laser power such that the higher the laser power, the shorter the 
time taken to achieve full penetration welding. In addition, Figure 1(a) shows the physical 
liquid/gas interface and the undulating motion of the interface is captured using high speed 
photography as seen in Videos (1) – (3). The CFD modelling predictions are in good 
agreement with the experiments for a range of welding conditions. The welding conditions 
shown in Figures 1(b) and 1(c) required a longer time to achieve weld penetration while the 
latter welds only achieve partial penetration as confirmed by optical images shown later.  
The prediction and characterisation of the fusion zone boundary is of interest to industry and 
academia. The CFD model provides a predictive capability to allow for greater understanding 
of the weld pool dynamics and the subsequent sub-surface defect formation, if present. Figure 
1 illustrates that for the 1 mm thickness weld and 100mm/s traveling speed, the 3000W and 
2000W give rise to full penetration welds. However, the weld at 1000W did not achieve full-
11 
 
penetration. Therefore, in order to rationalise the formation of the fusion zone and the 
conditions experienced as full-penetration is reached, additional bead-on-plate welds using  
laser powers of 1000W, 1300W, 1500W, 1750W and 2000W were performed to study the 
fusion boundary, see Figure 2. Figure 2(a) shows the weld pool taken, using high speed 
photography, after the first 5ms of welding when the pool was still close to the edge of the 
plate. The laser power clearly dictates the pool size and shape. This finding was supported by 
the metallurgical study and the characterisation of the weld bead fusion zone after welding, 
using optical microscopy as shown in Figure 2(b). The CFD model can predict the fusion 
zone reasonably as illustrated in Figure 2(c). 
Thus far, the CFD modelling and high-speed photography experiments have demonstrated 
that the formation of the keyhole and subsequent fusion zone is dependent upon the process 
parameters including, the optical coupling, fluid dynamics and heat transfer. Figure 3 
demonstrates the variations observed in the fusion boundaries and microstructure resulting 
from the different process conditions. Weld pool dimensions in terms of top surface width 
and weld depth have been used to compare the modelling and experiment. The conditions 
that cause the transition from a partial penetration to a full penetration weld pool can be 
explicitly inferred from Figure 3(a), i.e. the critical laser power to achieve full penetration is 
in the range of 1750 – 2000W for a 1mm thickness Ti-6Al-4V plate. The microstructure 
varied from an equiaxed grain morphology at lower laser powers to a columnar grain 
morphology when a higher laser power was used. Also, when the laser power was constant at 
1000W and the welding speed varied from 100mm/s to 800mm/s, significantly shallower 
fusion zones were observed for the 400mm/s and 800mm/s cases, see Figure 3(b).  
 
3.2 Weld Porosity formation 
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Weld integrity is not only a function of the grain microstructure within a solidified weld pool, 
but the process induced porosity also plays an important role.   Welding trial experiments 
were conducted on a 1mm thick plate, and no sub-surface porosity at all was observed when 
analysing the 1mm thick welds using X-ray tomography. Figure 4 illustrates the 3D image 
construction from X-ray tomography of 1mm thick welds showing that no pores were 
detected for the welding conditions of 1000W, 2000W and 100 mm/s. Table 4 summarises 
the welding parameters used and whether porosity was observed for these conditions. 
Results indicated that plate thickness has some effect on the porosity. Welding a 2mm thick 
plate at a constant 4000W laser power and three welding speeds (25mm/s, 50mm/s and 
100mm/s) gave full penetration, in which the subsequent grain morphology together with 
fusion zone boundary position was dependent upon the welding speed. The faster the heat 
source travel speed, the narrower the resulting fusion zone and the smaller the grain size 
Figure 5(a). When using X-ray tomography, a sub-surface pore was observed in the 5mm × 
10mm × 2mm gauge volume for the welding speeds of 25mm/s, as shown in Figure 5 and 
Table 4. It is obvious that the pore of size above 500 m was observed in the 25mm/s sample 
due to the higher laser energy density promoting a larger weld pool which is more prone to 
sites of processing-induced porosity. This will be rationalised in the discussion section.  
However, process-induced porosity was more frequently observed in the bead-on-plate 
welding of 5mm thick material. This may be because any vapour or gas formed and enclosed 
as the heat source passes by physically has further to travel through the thickness of the 
material to escape the plate surfaces. Using a 1400 W laser power with 16.9mm/s welding 
speed or a constant 4000W laser power with welding speeds of 25mm/s, 50mm/s and 
100mm/s, porosity was observed in all welds, using optical and x-ray tomography as 
illustrated in Figure 6. It can be seen from Figure 6(a) that the transition from a partial 
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penetration weld bead to a full penetration weld occurs when increasing the power from 
1400W to 4000W. For the three welds with 4000W power, the number of pores in a 5mm × 
10mm × 5mm gauge volume decreased with increasing welding speed, as shown in Figure 
6(b) and Table 5. A sharp, narrow weld bead was observed at 4000W laser power with the 
fastest travel speed of 100mm/s. The slower the heat source travels, the more heat energy 
dissipates in to the material locally. This can lead to a more complex system of fluid flow 
lines within the molten region and in turn allows pores to be trapped. 
After metallographic analysis of the 2 and 5mm thick bead-on-plate welds, several pores 
were successfully located. The pores were mostly spherical in shape, distributed along the 
weld line, with diameters ranging from 0.38 – 1.16 mm. Analysing the 2 mm thick bead-on-
plate welds with 4000W beam power, a large pore of approximately 0.83 mm in diameter 
was detected in the 25mm/s sample, whereas a smaller pore (about 0.38 mm) was observed in 
the 100mm/s sample.  
For the 5mm thick plates, spherical pores with diameter of approximately 0.56-1.16 mm were 
found in the 16.9mm/s and 25mm/s travel speed samples. However, pores of diameter 
ranging from 0.66-0.93mm were observed in the 50mm/s travel speed sample of the 5 mm 
thick plate. Only a pore of 0.91mm in size was found in the 100mm/s travel speed sample of 
5 mm thick plate. The largest pore information has been tabulated in Table 5. 
To further investigate the thermal fluid flow induced porosity formation, laser welding was 
experimentally studied using different weld plate thicknesses, laser powers and traveling 
speeds. Radiography was used to measure the pore size and distribution in the weld zone, 
revealing pores at the welding conditions tabulated in Table 2 for both 2mm and 5mm thick 
titanium alloy plate.  The radiography images are shown in Figures 7(a) and (b). Comparison 
of the porosity measurement between 3D X-ray tomography and radiography is presented in 
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Figure 7(c).  It is believed that the random distribution of the porosity, which is caused by the 
thermal fluid flow, observed in the modelling is a real effect as similar behaviour can be seen 
in the radiographic results. Moreover, the incidence of porosity is exacerbated in thick plates 
and at low travel speed. Note that the difference in the pore size measurement in Figure 7(c) 
is believed to be because X-ray tomography is better suited to more accurate measurements 
of pore size. The resolution of this technique can be as fine as 5m, although this is 
dependent upon the volume and density of material to be penetrated by the incident X-rays. 
For this experiment it is estimated that an effective resolution of approximately 50m was 
observed. Whereas the X-ray radiography method is useful to locate the presence and 
location of pores, but has a poorer resolution and capability to accurately measure their 
dimension. As a consequence it can be seen that the tomography reveals the smaller pores 
while the radiography provides information on the larger cavities. However, the evidence is 
sufficient to suggest the presence of pores and the variation with process variables. 
4. Discussion  
The application of the model to a welding process is shown in Figure 8; it can be seen that the 
model predicts many features typical of welds.  
When the energy density was very high, the flow behaviour within the fluid region was 
predicted to become unstable and to include recirculation. This was particularly observed at 
the rear portion of the weld pool, behind the keyhole. Porosity was sometimes predicted at 
the toe of the weld bead. Figures 8(a) and 8(b) show the top and bottom surface of the 1 mm 
thick plate using 4000 W and 100 mm/s welding conditions. The distribution of the pores can 
be visualised from the contour of the metallic-gaseous interface, see Figure 8(c). Both the 
periodic collapse of the keyhole and instabilities in flow surrounding it are thought to 
contribute to porosity. One of the possible mechanisms of porosity formation is a processing-
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induced one. Without any trapped gas due to the surface roughness or dirt of different two 
metallic pieces or any chemical reactions of oxygen or hydrogen, the thermal fluid flow 
characteristic can induce a circulatory flow and balance with the surface tension in such a 
way that a gas bubble can be trapped at the interface of the keyhole during its rapid 
undulations and hence form a pore. It is also believed that Marangoni flow due to the high 
thermal gradient during the process is responsible for the re-circulation at the melting front 
[24]. This is supported by Figure 8(d) which shows cross-sections through a weld pool of the 
liquid/gas interfaces predicted by the CFD model. 
Figure 9 shows the general predictive capability of the CFD model compared with the 
available experimentation in [14]. The x-ray tomography scan is consistent with the CFD 
modelling prediction, once the steady state condition is satisfied and solidification is reached. 
The temperature profile computed from the thermal fluid model has been mapped on the 
liquid/gas interface for comparison with the 3D x-ray tomography results. Note that the 
solidus and liquidus temperature for Ti-6Al-4V here are 1878K and 1928K, respectively.  
The CFD modelling has been able to represent an incomplete collapsed keyhole surface and 
pore distribution at the toe of the weld. 
The lack of porosity in the 1-mm-thick samples was probably due to there being sufficient 
time for fluid forces to remove pores before solidification froze them into the solid. Figure 10 
shows the flow velocity for a 1-mm-thick weld using a 2000W beam power with 100mm/s 
travel speed. It is believed that the circulatory flow at the bottom of the melting front (see 
arrow in Figure 10) is responsible for the creation and trapping of gas bubbles during the 
welding process.  However, with increasing plate thickness, greater porosity was observed; 
this may have been because any trapped gas would have to travel further to reach the surface 
in these cases, allowing the molten pool to solidify before the pore can escape.  
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The CFD modelling predictions were further analysed to understand these results for 2 mm 
and 5 mm thickness plate welds. After the solidification front has passed by, in the case of the 
1 mm weld plate using 2000 W laser power and 100 mm/s traveling speed, the model predicts 
no porosity (Figure 11(a)). However, when doubling the weld plate thickness to 2mm, and 
using a 4000W laser power with a 25mm/s traveling speed, a predicted pore of approximately 
0.4 mm diameter can be found, as seen in Figure 11(b). The faster welding speed used for the 
2 mm thick plate welds has given rise to a narrower fusion zone and has minimised the 
porosity occurrence. This is hypothesised to be because the energy density would be less and 
subsequently the melt flow is rather more stable with less possibility of a pore forming 
(Figure 11(c)). However, the 5mm plate weld with 16.9 mm/s weld speed led to a partially 
penetrating weld bead only, and as such porosity can become trapped inside the weld zone as 
the fusion zone is larger and as such exacerbates the tendency for pores to form. Thus the 
modelling results are consistent with the experimental information, in terms of the occurrence 
of porosity and the weld surface deformation. The effect of the process variables on porosity 
formation is summarised in the normalised processing diagram of thermal fluid flow induced 
porosity for laser fusion welding in Figure 12. 
Conclusions 
Keyhole and processing induced porosity formation during laser fusion bead-on-plate 
welding has been investigated in this work, using experimental and CFD modelling methods. 
The following specific conclusions can be drawn: 
1. CFD modelling of laser fusion welding of titanium can predict both keyhole 
formation and the processing induced porosity associated with the thermal fluid 
dynamics. The model can be interrogated further to help in the analysis of the porosity 
formation.  
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2.  The evolution of the liquid/gas interface during keyhole formation was 
observed using a high speed camera and modelling.  
3. Process induced porosity is understood to be dependent upon three welding 
parameters: plate thickness, laser power and traveling speed. It is exacerbated by 
increased plate thickness and slower welding speeds. 
4. The pore size was experimentally observed using x-ray tomography, optical 
microscopy and radiography. A reduced tendency for porosity formation was 
observed in the 1mm thick plates. However, pores have been detected in the 2mm and 
5mm thick plates which were mostly spherical with diameters of 0.38 – 1.16 mm. 
5. Unstable flow and/or the time required for pores to be removed versus the 
local solidification time are the keys to porosity formation.  
6.  Porosity prediction from the CFD model is consistent with the available 
targeted experimental results.  
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Figure 1: Comparison of liquid/solid interface during keyhole formation between modelling 
and high speed camera imaging using 100mm/s welding speed and (a) 3000W, (b) 2000W 
and (c) 1000W. Note that t0 refers to initial time at which the laser contacts the weld plate, i.e. 
(a) t0 = 2.75ms, (b) t0 = 2.50ms, (c) t0 = 2.00ms. 
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Figure 2: Comparison of in-situ fusion zone size and shape, viewed from the plate-edge, after 
5ms welding using (a) high speed camera imaging, and (b) predicted fusion zone boundaries 
at the constant welding speed of 100 mm/s and 1mm thick weld plate with total laser power 
of 1000W, 1300W, 1500W, 1750W and 2000W.  
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Figure 3: Comparison of experiment and model results for a 1mm thick weld varying two 
processing parameters: (a) laser power of 1000W, 1300W, 1500W, 1750W, 2000W and 
3000W with constant welding speed of 100mm/s, and (b) welding speed of 100mm/s, 
400mm/s and 800mm/s with the constant laser power of 1000W. 
(b) 
(a) 
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Figure 4: Reconstructed image from X-ray tomography: (a) a 1mm  thick weld with 1000 W 
and 100 mm/s, (b) cross-sectional area of (a), (c) a 1mm thick weld with 2000W and 100 
mm/s, (d) the longitudinal section of (c). NB there is no porosity visible in these images. 
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Figure 5: (a) optical micrographs and (b) reconstructed 3D X-ray tomography of the 2mm 
thick weld using welding conditions of a constant 4000W laser power and three welding 
speeds of 25mm/s, 50mm/s and 100mm/s.  
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Figure 6: (a) optical micrographs and (b) reconstructed 3D x-ray tomography of the 5mm 
thick weld using the welding conditions of a 1400 W laser power weld with 16.9mm/s 
welding speed, and constant 4000W laser power welds  with three welding speeds at 25mm/s, 
50mm/s and 100mm/s. 
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Figure 7: Radiography results showing the pore distribution along the weld for 2 plate 
thicknesses: (a) 2mm thick plate, (b) 5mm thick plate, and (c) the comparison between the 
porosity measurement using x-ray tomography and radiography. 
(c) 
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Figure 8: The metallic-gaseous interface plot of a 1mm thick weld plate with 4000W laser 
power and 100mm/s welding speed computed using the keyhole model proposed by [14]: (a) 
predicted top layer of the weld surface, (b) predicted bottom layer of the weld surface, (c) 
predicted longitudinal view of the weld, (d) predicted cross-sectional view along the weld 
line. 
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Figure 9: Comparison between (a) a partially collapsed keyhole surface using the 
reconstructed 3D X-ray tomography, after [14], and (b) keyhole modelling prediction of the 
liquid/vapour interface with 1mm thickness, 4000W and 100mm/s captured at the melting 
front, and between (c) pore distribution inside the weld bead reconstructed from X-ray 
tomography and (d) porosity prediction at the same condition as (b) but after solidification. 
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Figure 10:  Velocity field and fraction of solid results from thermal fluid flow calculation 
comparing 2 instantaneous time intervals at (a) 58ms and (b) 64ms. 
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Figure 11: Comparison between outline of solid fraction profile (in red solid line) calculated 
using CFD and as-weld micrographs for four welding conditions: (a) 1mm thick plate with 
100mm/s and 2000W, (b) 2mm thick plate with 25mm/s and 4000W, (c) 2mm thick plate 
with 100mm/s  and 4000W, and (d) 5mm thick plate with 16.9mm/s and 1400W. 
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Figure 12: Normalised processing diagram of thermal fluid flow induced porosity for laser 
fusion welding, reporting maximum size of porosity.  
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Table 1: Data used for fluid flow and heat transfer calculations. 
Physical properties Ti-6Al-4V 
Solidus temperature, (K) 
Liquidus temperature, (K) 
Evaporation temperature, (K)  
Density of liquid metal, (kg.m
-3
) 
Molar mass, (g/mol) 
Specific heat of solid metal, (J kg
-1
 K
-1
) 
Specific heat of liquid metal, (J kg
-1
 K
-1
) 
Thermal conductivity of solid metal, (Wm
-1
 K
-1
) 
Thermal conductivity of liquid metal, (Wm
-1
 K
-1
) 
Viscosity, (Pa.s) 
Thermal expansion coefficient, (K
-1
) 
Surface tension, (Nm
-1
) 
Temperature coefficient of surface tension, (Nm
-1
K
-1
) 
Enthalpy of solid at melting point, (J kg
-1
) 
Enthalpy of liquid at melting point, (J kg
-1
) 
Enthalpy change of evaporation, (J kg
-1
) 
Atmospheric pressure, (Nm
-2
) 
Ideal gas constant, (JK
-1
 mol
-1
) 
Boltzmann’s constant, (J K-1) 
1878 
1928
 
3133 
4000 
446.07 
670 
730 
21 
29 
0.005 
8×10
-6
 
1.4 
-0.26×10
-3
 
1.12×10
6
 
1.49×10
6
 
4.7×10
6
 
101300 
8.314 
1.38×10
-24
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Table 2: Data used for heat source model in this calculation. 
Heat source model parameters Value 
Power distribution factor  
Total beam power, (W) 
Effective absorption coefficient 
Beam radius, (m) 
Beam velocity, (mm s
-1
) 
3.0 
400 
0.24 
50 
16.9, 25, 100 
 
Table 3: Chemical composition range of the Ti-6Al-4V alloy used in this study (weight 
percentage) 
 
Table 4: Welding conditions used in the porosity study. 
 
Plate 
thickness 
(mm) 
Laser 
power 
(W) 
Traveling 
speed 
(mm/s) 
Porosity Weld pool geometry 
Weld width 
(mm) 
Weld depth 
(mm) 
Exp. Model Exp. Model 
1 1000 100 No 1.09 1.10 0.37 0.40 
1000 400 No 1.42 (-) 0.29 (-) 
1000 800 No 1.68 (-) 0.22 (-) 
1350 100 No 1.14 1.20 0.40 0.53 
1500 100 No 1.30 1.26 0.51 0.67 
1750 100 No 1.42 1.29 0.79 0.75 
2000 100 No 1.45 1.40 1 1 
3000 100 No 1.84 1.63 1 1 
2 1400 25 No (-) (-) (-) (-) 
4000 25 Yes 1.97 (-) 2 (-) 
4000 50 No 1.83 (-) 2 (-) 
4000 100 Yes 1.47 1.57 2 2 
4000 200 yes (-) (-) (-) (-) 
5 1400 16.9 Yes 2.88 (-) 2.43 (-) 
1400 25 Yes (-) (-) (-) (-) 
4000 25 Yes 2.86 (-) 5 (-) 
4000 50 Yes 2.85 (-) 5 (-) 
4000 100 Yes 1.52 (-) 5 (-) 
 
Alloy Ti Al V C Fe O N 
Ti-6Al-4V Bal. 5.50-6.75 3.50-4.50 0.08 0.30 0.20 0.05 
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Table 5: Pore analysis results performed using the X-ray tomography measurements made 
along the weld. Note that maximum pore diameter has been reported here.  
Welding condition Pore analysis 
Plate 
thickness 
(mm) 
Laser 
power 
(W) 
Traveling 
speed 
(mm/s) 
Probability 
(%) 
Diameter 
(mm) 
Volume 
(mm
3
) 
Surface 
(mm
2
) 
No of 
pores 
2 4000 25 3.05 0.83 0.2 3.98 1 
2 4000 50 0 0 0 0 0 
2 4000 100 0.74 0.38 > 0.1 0.34 1 
5 1400 16.9 10.87 1.16 0.23 4.18 5 
5 4000 25 15.12 1.04 0.31 4.75 7 
5 4000 50 2.36 0.84 0.05 4.35 5 
5 4000 100 0.59 0.91 0.07 3.93 1 
 
 
 
 
Video captions 
Video 1: Video of bead-on-plate laser fusion welding using the welding conditions of 100 
mm/s welding speed, 1000 W laser power and 1 mm Ti-6Al-4V plate thickness. 
 
Video 2: Video of bead-on-plate laser fusion welding using the welding conditions of 100 
mm/s welding speed, 2000 W laser power and 1 mm Ti-6Al-4V plate thickness. 
 
Video 3: Video of bead-on-plate laser fusion welding using the welding conditions of 100 
mm/s welding speed, 3000 W laser power and 1 mm Ti-6Al-4V plate thickness. 
 
 
